




Washer disinfector

> TW 3000
 Multi Chamber Compartment Washer Disinfector
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> TW 3000 is specially designed for the processing 

departments with a high rate of medical devices and utensil 

in restricted space. It improves staff productivity and 

effi ciency, saves time and energy consumption.

> High capacity. 15 DIN trays are processed in each cycle.

> The operation is simple: a scanner automatically reads 

the barcodes, selects the relevant washing program and 

runs through the different washing/drying chambers under 

Steelcotronic control. 

> TW 3000 can be combined with ATS system and DS 1000 

washer disinfectors. It is organized to accept and manage 

the same range of racks and accessories used into DS 1000.

> The machine is equipped with a PLC control unit and a 20” 

Colour Touch Screen display with 100 disinfection programs 

stored as standard.   

> It fulfi ls the European EN ISO15883-1/2 and UK HTM 2030 

requirements.

> TW 3000/3

Steelcotronic 

20’’ Color touch screen display
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Washer disinfector

> TW 3000 - Multi Chamber Compartment Washer Disinfector

Washing chamber

> Triple water stainless steel fi ltering system captures residue preventing 
re-circulation and extending the pump life

> Extremely smooth chamber surface, welds without pockets and folds.

> 2 heavy stainless steel vertical installed washing pumps, into each 
washing/disinfection chamber, ensure high fl ow rate combined with 
effective spray pressure and also grant a complete drain of the washing 
circuit.

> HST glass sliding doors between each chamber prevent any carryover of 

contamination from the chambers.

> Cycle visual inspection, from service compartment, is possible at any time 

through HST glass windows.

> Chamber heat and noise insulated.

Heat exchanger

> The cold inlet demi water exchanges heat with the drained water of the 

thermodisinfection phase which temperature is 90°C. This process allows 

an heat exchange of more than 35°C which means a reduction of energy 

consumption.

Drying and filtering

> HEPA filtered forced turbo drying system equipped with 2 high 

performance fans, with hot air recirculation into the chamber through 

spry arms and air ducts, helps to ensure the complete inside and outside 

drying of all the surgical instruments and tubes and make the process fast 

while saving energy.

Detergent dosing system

> In case one of the two washing chambers won’t be able to perform a 

cycle phase, the two detergent membrane pumps connected both into 

washing and disinfection chambers, allow to execute a complete cycle 

into a single chamber.
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> TW 3000/4

> TW 3000/3

- Independent chambers improve throughput by processing 
multiple cycle simultaneously.

- Loading-unloading areas provided with fully automatic 
conveyors.

> Key features

Service access and industrial 

quality electric panels

> Service access from one side 

grants to reach easily all the 

machine components. 

Tanks and connections

> Chambers equipped with pre-

heated tanks and recirculation 

tank.

> Tank connection of external 

measuring sensors.

- Modular fl exibility. Machine is designed from 2 up to 5 chambers, depending on throughput requirements. On request, extra 
modules can be added after installation to adapt TW 3000 to new future needs.

- CSSD clean side connected to soiled side by fully automatic 
return conveyors.

- Validation port at each chamber.

- 15 DIN trays can be immersed into the Ultra-sonic module. 

4 washing stages example

1 Loading conveyor

2 Washing chamber

3 Ultrasonic chamber

4 Disinfection chamber

5 Drying chamber

6 Unloading conveyor

3 washing stages example

1 Loading conveyor

2 Washing chamber

3 Disinfection chamber

4 Drying chamber

5 Unloading conveyor
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Drying cabinets

> ID 300 - AD 400 - BD 500

> Steelco drying cabinets are available in several 

confi gurations from full width shelves dedicated to 

instruments, equipment and general items to mixed solutions 

for anaesthesia items and instruments.

 Blanket warming version available as well.

> Cabinets are available in single door or double door 

pass through versions with glass doors for a rapid visual 

inspection of the stored items.

> ID 300

 Instrument drying cabinet

- nr. 18 DIN 1/1 trays on 9 removable shelves

> AD 400

 Instrument, anaesthesia bags and 

hanging hoses mixed drying cabinet

- nr. 3 AN cassettes for a total capacity of 36 

anaesthesia hoses

- nr. 9 DIN 1/1 trays on 9 removable shelves

 or

- nr. 18 anaesthesia bags

- nr. 9 DIN 1/1 trays on 9 removable shelves

> BD 500

 Blankets warming cabinet
- 4 removable shelves for blankets (standard). 

Shelves can be added and adjusted for 

different sizes of load.

The cabinet can use the same cassettes 

that are normally used in the washer 

disinfectors, for a rational handling and 

to assure hygienic conditions. The hoses 

are connected to the cabinet blowing 

system thanks to the cassettes.

Separate drying of anesthetic and instrument 

accessories increases the throughput capacity 

of a washer disinfector of a third. Drying cabinets 

can accept a load volume of more than 2 units of 

washer disinfectors.
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> Lockable doors 

are reversible and 

configurable right 

or left opening also 

during installation.

> Double door pass 

through version 

available.

> Key features

- Insulated double walled AISI 304 stainless steel construction that 
grants the exterior surface temperature does not exceed 49°C 
(120°F). Temperature of tempered glass door does not exceed 
49°C (120°F).

- Visual “open door” indicator. Lockable doors. Pass-trough 
version with interlocked doors.

- LCD Touch Control System display, programmable for °C 
and °F display, provides control and heater-on information for 
easy serviceability, temperature and time settings are control 
password protected to prevent unauthorized changes.

- Drying temperature settable from ambient to 80°C (176°F). 
Temperature alarms is disabled when door is open and for the 
time required to re-equilibrate temperatures in cabinet after door 
is closed. Temperature setting from 1 up to 99 min or continuous. 
Once the selected temperature is attained, it will be controlled 
throughout within 5.5°C (10°F) of the selected temperature. 
Overheat protection will shut the heater off with audible alarm for 
operator

- Indirect UV air treatment during the whole cycle. Optional.

- Drying circuit with double fan combined with luer lock 
connections (optional).

- Flashing air fl ow visual alarm indicators if either drying circuit 
fails.

- Air fl ow alarm with re-settable audible alarm, (fl ashing alarm 
indication remains until the air fl ow is restored).

- HEPA fi ltration on drying circuit. Monitoring for HEPA fi lter 
and indicator on panel advising when replacement is required 
(optional). 

- Control components positioned in top front position for 
convenient service access. Easy removal of fans, heater elements 
and control boards.

> Connections

Standard electrical connection (international) 230 Vac / 50Hz

Optional electrical connection (North America)* 1x220V/60Hz

Power 1700 W

* other electrical connections also available as optional

- 18 luer lock air connections

- UV air treatment

- HEPA air fi lter

- ST2 printer

- High pressure fl ow

1 Electrical connection

2 Breather pipe Ø 100 mm / 3.94’’

> Optional

Loading Side double door pass through version single door version
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> CSSD solutions

Unique automatic customized CSSD solution for a complete 

washing disinfection area. 

 

This solution, realised through the use of a patented rotating 

table, shows how Steelco Service planning solved, in a 

restricted processing department, the treatment of sanitary 

materials, including the ultrasonic treatment of surgical 

instruments.

patented rotating table



Steelco can provide a full system 

planning Service to support CSSD 

team Managers in customizing lay-out 

confi guration for new or restructured 

projects.



devoted to hygiene

0051*

“For the Environmentally conscious”

devoted to hygiene

Laboratory glassware

> washing system

“For the Environmentally conscious”

devoted to hygiene

Washer disinfectors

> animal cages and feeding bottles

Dental washer disinfectors

devoted to hygiene

“For the Environmentally conscious”

Flusher disinfectors
> for hospitals and nursing houses

devoted to hygiene

“For the Environmentally conscious”

D

devoted to hygiene

“For the Environmentally conscious”

Pharmaceutical washing-systems
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STEELCO S.p.A.
Via Balegante, 27

31039 Riese Pio X (TV) - Italy
Tel. +39 0423 7561

Fax +39 0423 755528
e-mail: steelco@steelcospa.com
Web Site: www.steelcospa.com

* Only for products 
listed into the

 909/MDD certifi cate

Flusher disinfectors

Dental washer disinfectors

Washer disinfectors for lifescience applications

Laboratory glassware washer disinfectors

Pharmaceutical washing systems




